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FORMPLY
CONCRETE ACCESSORIES FOR AUSTRALIA

PRODUCT DESCRIPTION
Formply is a plywood made with a radiata core and 
hardwood veneer surface together with a high-
density overlay (HDO) resin impregnated finish. 
F17 Grade cross laminated construction plywood. 
Suitable for use in accordance with the standards 
listed below:

TEST RESULTS 

1. AS 6669:2007 - Plywood - Formwork (Class 2)
2. AS/NZS 2269.0:2012 - Plywood - Structural
3. AS/NZS 2269.1:2012 - Plywood - Structural
4. AS/NZS 2269.2:2007 - Plywood - Structural

ADVANTAGES

Product Sheets Volume Weight Weight Weight Weight m3/ Pack Pack Height 
per pack m3 p/pk kg/sheet kg/pm2 kg/pm3 kg/pack tonne Height mm including 

bearers 

PLY,H;17,-
FORM,1800x12 40 1.469 20.1 9.3 547 804 1.8 700 775 
00,U,F17,G25 

PLY,H;17, 
FORM,2400x12 40 1.958 26.9 9.3 549 1076 1.8 700 775 
00,U,F17,G2S 

 SPECIFICATIONS

Formwork and furniture grade structural plywood. 

APPLICATIONS

Perfect for use in concrete formwork and can be 
used several times. Formply will produce a Class 2 
finish for the first pour.  
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